

Provide a table for each structure.

	PLUMBING INFORMATION

	WATER SYSTEM

	Service Line Size
	[bookmark: _GoBack]       Inches

	Distribution Design Criteria (IPC Table 604.3)
	       Fixture Units

	Maximum Flow Rate (IPC Table 604.4)
	       GPM

	Backflow
	Location
	     

	
	Type
	     

	Test Pressure
	       psi

	SANITARY SEWER SYSTEM

	Service Line Size
	       Inches

	Drainage Design Criteria
(IPC Tables 709.1 and 709.2)
	       Fixture Units

	Maximum Flow Rate
	       GPD

	Slope (IPC Table 704.1)
	       Inches/Ft

	MINIMUM PLUMBING FIXTURES REQUIRED/PROVIDED (IPC Section 403 & Table 403.1)

	For structures with multiple building areas and/or occupancy groups, show calculation for shared fixtures.  Expand table as needed.

	Applicable area(s)
	     

	Most restrictive area
	     

	Fixture counts required
	     

	
	




	CODE REQUIRED BUILDING FIXTURE COUNTS

	Water Closets 
	Male-Required
	     

	
	Male WC -Provided
	     

	
	Male Urinal -Provided
	     

	
	Female-Required
	     

	
	Female-Provided
	     

	Lavatories
	Male-Required
	     

	
	Male-Provided
	     

	
	Female-Required
	     

	
	Female-Provided
	     

	Showers
	Male-Required
	     

	
	Male-Provided
	     

	
	Female-Required
	     

	
	Female-Provided
	     

	Drinking Fountains
	Required
	     

	
	Provided
	     

	Unisex toilet
	Required
	     

	
	Provided
	     

	Service Sink
	Required
	     

	
	Provided
	     

	Others (list)
	Required
	     

	
	Provided
	     



